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ABSTRACT

Four prefabricated mobile units housing specialized
industrial arts equipment were rotated among four junior high schools
in this project, which was designed to improve eighth grade student
performance and teaching techniques, The demonstration group showed
significantly greater gains in tool usage, problem solving abilities,
consumer knowledge, and general social behavior as indicated by
pre-and posttests and instructor ratings. Teachers, who received
workshop sessions and guided practice in planning instructional
sequences, were judged on demonstrated ability in pre- and
pest-workshop assignments and were generally improved, The
transportable laboratories were an unqualified success,
Recommendations include: (1) greater emphasis upen consumer education
and vocational guidance activities, (2) extension of industrial arts
to Grade 7, (3) improvement in the status of industrial arts through
improved instruction, and (4) continued use of the transportable
units as a necessary functional part of the total progranm,
Statistical tables, a copy of teacher made pre~ and posttests,
educational specifications for the facilities, and a course of study
for each area are appended. This research was funded under Title IIT
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SAN LORENZQ UNIFIED SCHOCL DISTRICT
Division of Instruction

TRANSPORTABLE INDUSTRIAL ARTS LEARNING LABORATORIES
EVALUATION REPORT
i TITLE III

Objectives

Instruction

To improve junior high school student performance in industrial

arts relative to usage of tools, machines and products, problem
' solving abilities, consumer knowledge, social behavior and occu-
/: pational understanding.

/ Inservice

To improve techniques of industrial arts teachers relative to
identifying and deriving student behavioral outcomes, planning
activities to bring about the desired behavioral outcomes and
developing criteria for student terminal performance.

Transportable Laboratories

To test the feasihility of using transportable facilities in
industrial arts relative to transportability, cost, learning
environment, code requirements and adaptability to other
applications.

Activities

Instruction

Instruction wuas .provided in six areas: drafting, graphic arts,
electricity, metalworking, power mechanics and woodworking.
| The drafting and woodworking classes were housed in existing
i - structures and did not rotate between schools. The other four
' areas were housed in the transportable structures. Each
instructional area was of nine weeks duration with students
electing two or move areas. Emphasis was focused upon the
development of understanding rather than manipulative skill.
The student project method was used as a motivating foxrce and
centered upor problem solving techniques, research and experi-
mentation and line production activities.

Inservice

Workshop sessions and staff meetings under the direction of
the project manager were held prior to and during thg school
year to improve teacher expertise in curriculum planning and

W development. Guided practice was provided in the development
83’ - of objectives and planning and sequencing of instructional
o) - units. Course outlines and supportive lesson plans were de-
pou] veloped for each instructional area.

o)




Transportable Laboratories

A stationary prefabricated 40 x 36 foot siructure housing the
clagsroom area and work stations was erected at each of the
four junior high schools, Four additional 10 x 36 foot mobile
structures, housing the specialized equipment for each of the
Four new areas - metalworking, graphic arts, electronics and
powver mechanics - were attached to the stationary structures.
Each nine weeks the equipment capsules were detached and ro-
tated between the four sites.

Evaluation Strategy

Instruction

All 1968-1969 eighth grade boys were pre and post tested on
usage of tools, machines and products, problem solving
abilities and consumer knowledge. Tests of statistical sig-
nificance (see Appendix A) were employed to ascertain whether
significant gains were achieved.

All 1967-1968 eighth grade boys, not having received the special
program, were selected as the comparison group and were post -
tested with the same test battery. Tests of statistical sig-
nificance were employed to ascertain whether or not there was a
significant increase as a result of the special program.

Since the 1967-1968 group under the old program received in-
struction in only two shop areas - woodworking and drafting,
no attempt was made to make a comparison of usage of tools,
machines and products in the areas of power mechanics, elec—
tricity, graphic arts and metals.,

Teacher-made tests (see Appendix B) were used for usage of
tools, machines and products and for consumer knowledge.

A standardized Test of Mechanical Comprehension, Form AA,
was used for problem solving abilities.

Homogeneity of students in the 1967-1968 old program and the
1968-1969 special program was statistically compared, using
SAT scores.

Improvement in social behavior was derived from a locally
devised rating scale at the conclusion of the program,

Ratings were made by junior high principals, vice principals
and counselors.

Occupational understanding was rated by the project manager
using structured interview techniques with each instructor.

Inservice

Comparisons were made of pre and post workshop assignments
by district office curriculum consultants. Teachers were
rated on their demonstrated ability to write objectives in




behavioral form to develop relevant, sequential instructional
units. Ratings are reported as consensus of opinion.

Transportable Laboratories

A descriptive analysis of transportability based on actual per-
formance is reported under the heading 'results."

A comparative cost of traditional vs transportable facilities

is included. Costs reflected for transportables are bid figures.
Costs of traditional facilities were derived from architects

on the planning committee (see Table 4-5).

The sultability of transportable facilities for housing indus-
trial arts classes is presented by means of a comparison of
educational specifications (see Appendix C).

Code requirements and the adaptability to other applications
are discussed under "results."

Results

Instruction

Means (M) for pre and post test scores and tests of statistical
significance for mean differences are presented in Table 2 (see
Appendix 4).

The data shows significant gains in usage of tools, machines and
products, problem solving abilities and consumer knowledge as a
whole. Highly significant gains were made in problem solving
abilities. With the exception of consumer knowledge, significant
greater gains were made by the demonstration group than by the
comparison group.

The results of the social behavior ratings are presented in
Table 3.

Item Number 1 - general social behavior - shows a mean (M)
discernable change of 2.8 on the 5-point scale. Program facil-
ities were rated as contributing most to this change. Positive
change was less discernable in tardiness, attendance and re-
ferral to counselors. Performance in other classes was rated

as discernable. On the whole, all ratings were positive discern-
able. ‘

 Occupational understanding was informally rated by each class-
room instructor. Each instructor was interviewed by the project
manager and consensus.of .opinion indicated that students did,
in fact, make use of guidance materials in each laboratory and
exhibited an increasing awareness of the occupations repre-
sented in each shop area. Each instructor felt that the new
shop experiences had a positive effect on vocational readiness.,

- Data from the SAT .scores for‘thé demonstration and comparison
groups indicate that as a whole the difference between groups




would not have a significant effect upon the statistical sig-
nificance of the gains as a result of the new program. Looking
at each subtest sepatately, differences were significant in
language at the .0l and in arithmetic concepts at the .0005
levels of probability as presented in Table 1 (see Appendix A).

Inservice

Preceding inservice training each of the six instructors was
asked to submit an inmnovative 9-week course outline for his
instructional area. An examination of the submitted course
outlines revealed little or no difference from traditional out-
lines found in many State Depattment of Education curriculum
guides. Interviews with the instructors revealed a paucity

of prior knowledge concerning behavioral objectives, unit out-
lining, sequencing, content selection and criterion examination
preparation. There appeared to be little correlation between
age of the instructor and years of teaching and his abilities
in curriculum design. The only noteworthy exception was the
electronics instructor who had completed the teacher training
program the preceding year. Using Mager's book on Preparing
Instructional Objectives as a reference, the project manager
devoted many hours of direct assistance to each instructor.

The revised course outlines (see Appendix D), while not op-
tional, do approach the criteria specified in the project plan.,

Transportable Laboratories

(See Drawings, Appendix C) Distances between the four junior
high schools range from 1 to 2 miles. Most streets on the

route are 2-lane, 40 to 50 feet in width, with maximum overpass
clearance of 14'6"., (Overall capsule height is 14'0"). Traffic
is from medium to heavy. Moves are made between the hours of

8 to 5 on either a Friday or Saturday, dependent upon whether
school is in session.

Advance preparations for moving the overall 10 x 44 foot capsule
units consist of removing roof, wall and floor caps, disconnect-
ing electrical service and removing four bolts attaching the
capsule to rhe permanent structure. The tongue of the capsule
unit is elevated to receive the towing vehicle. All four cap-
sule moves are completed in one day by two towing trucks with
drivers, well within the planned criteria. Two district main-
tenance employees. assist in the moves. The open sides are
covered with tarps during the moves. No special lashing of
equipment is required. There has been no discernable evidence
of equipment movement in the three moves to date. Exiting and
docking of the capsules is acecomplished with ease and no struc-
wural demage.

Of a total of 87 educational specifications and recommendations
for industrial arts shops (see Appendix C), the transportable
laboratories were in or exceeded conformance in 70 out of 75
items (12 not applicable).
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Of the 5 "No's" reported:

Ceiling height was less than the minimum of 12 feet.
The acrusl height ranges from a minimum of 9' 6" to a
maximum center clearance of 10' 6" with an average
height of 10'. Because of excellent air conditioning
and ventilation no discernable discomfort is evident.

Windows were eliminated for security reasons. The ab-
sence of windows does not appear to have a negative
effect upon the learning environment,

Workbenches with tablet pull-outs and lockers below

on both sides, and located in the free area as opposed
to exterior wall placement, serve dual purposes as gen-
eral work and class assembly area.

Sinks with wash facilities are located in the permanent
structures, Toilets were not included because of the
close proximity to the school plant. Prefab restroom
facilities are available from the manufacturer should

a need exist. '

In lieu of natural lighting, fluorescent fixtures with

a minimum of 80 foot-candles at the task level were pro-
vided,  The lighting system meets the standards of the
American Guide for School Lighting.

All structural and mechanical installations conform to both
State and Federal code regulations.

The permanent structures as well as the transportable capsules,
when docked, rest on concrete foundations.

Each 10' module is rigidly constructed of welded "I", channel
and tube beam. Each is a free-standing unif bolted to the
foundation and to each other. The capsule unit is of heavier
construction designed to support a 10,000 1lb. live load.

Replacéable wall panels are finished inside with fabric over
1/2" plywood. Exterior finish is heavy gauge enameled sheet
metal. ‘

Floors are constructed of 1 1/8" plywood with vinyl tile
surface,

Ceilings are acoustical tile.

The structure is completely insulated and all wiring, duct-
~work and piping is concealed.

The electrical system incorporates a centralized public add-
ress system, clock, fire alarm and telephone, all connected
to the main office of the school.,




The mechanical system includes plumbing, heating and air
conditioning. Cold water and natural gas is piped. Hot water
is obtained by means of an under the sink electric heater.
Waste drains to the sanitary system.

Heating, air conditioning and ventilating hoods are roof mounted.
The combinavion system normally supplies 207 outside air with
capabilities for 1007 outside air., Air conditioning provides

a cooling capacity of not less than 4 B.T.U. per cubic foot of
room capacity with a heating capacity of not less than 6 B.T.U.
per cubic foot of room volume.

The aesthetic appearance is of a low profile unified structure.
Depressing the capsule running gear in the recessed ramp re-
duced the distance from ground level to floor height by 27 inches.
The cgpsule and the permanent structure appear as one, having

no breaks in wall cor roof lines,

The adaptability of this plan to other situations is limitless.
The size of the structure itself can be increased by any number
of 10' modules. Capsules could be placed at both ends of the
permanent structure to increase flexibility. Rotation of cap-
sules could be achieved with a minimum of two to any number.
The capsule conceph: can be used in almost any educational pro-
gram desiring to make full use of specialized equipment.

From a cost comparison standpoint (see Tables 4-5), traditional

- facilities with site work, architect's fee and equipment exceed
the transportable cost by $57,295.00. To achieve the diversity
of program offerings at each of four sites as provided in this
project, the traditional costs would exceed the transportable
costs by $832,657.00,

Conclusion

Instruction

The instructional program was successful in that the demonstration
group showed significant gains in .all categories. The effect of
the facilities and eguipment .contributed as much, if not more,
than any other factor to the attitude of the students toward

the instruction. Since there was no difference in the selection
of the groups, and no prior instruction for the groups, the sig-
nificant difference in end performance can only be attributed to
the special program.

Inservice

The inservice training program has had a positive effect upon

the instructional staff as evidenced by the course outlines and

in the interim evaluation report by the San Jose State Team

(see Appendix E). Prior to inservice training the instructors

perceived the mechanics of curriculum development as rote copy-
- ing of State guides. Course objectives were patterned after




eternal verities handed down from teacher training institu-
tions. Methodology was based on such time honored axioms as
"learning by doing" and "Proceeding from the simple to the
complex.” To break the traditional emphasis upon manipulative
skill develcpment as opposed to conceptualized learning approaches
was like challenging "motherhood, the flag and apple pie."
Progress, though slow, is apparent.

Transportable Laboratories

All aspects of this operation have exceeded our expectations.
' The transportability of the capsules, educational environment and
cost-wise, have proven to be an unqualified success.

Recommendations

Instruction

Results of this ewvaluation indicate that the objectives are
‘being successfully fulfilled. However, greater emphasis should
 be placed upon consumer education and vocational guidance acti-
- vities. The importance of developing vocational readiness dic-
tates that this should be a two-year program extending downward

to the 7th grade.

Inservice

While positive professional growth is evident in this area, more
emphasis is needed.if the quality of instruction is to be improved
to the extent that industrial arts receives the status accorded
the other disciplines.

Transporctable Laboratories:

The success of the transportable concept is aptly stated by the -
San Jose: State Team: ''That' capsule-transportable units have a

valid and definite place in the instructional dynamic for indus- -~

trial arts and other learning environments.' The continued use
of the transportable units is a necessary functional part of the
total program.
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TRANSPORTABLE INDUSTRIAL ARTS LABORATORIES EVALUATION

In your opinion, please respond to the following items with regard to the effect the;
transportable industrial arts laboratories program has had on the social behavior
of the students: (please circle the rating number) - R

'RATING SCALE

0 (zero) represents no .change or effect, '
Right of zero - positive change or effect.,
Left of zero — negative change or effect.
. The larger the number, the greater or lesser change or effect.-
1. _The general social behavior of - students enrolled in industrial arts classes.,

- 5 4 3 2 l -0 +12345 +

- If you responded that there was a change in social behavior, please reapond to the
degree you attribute the change to: ' :

a. The new industrial arts program.
- =543 2 1-0 +123 4 5 +
b. Addition of new facilities.

=574 3 2 1-0+12 34 5 +

C. Rotation of teachers.

- 5 432 l -0 +123%4 5 +

2. What effect 'has the program had on reflecting changes.in'attitudes'in'thef

following areas:

" a. Tardiness: 564321-0+12345+

b Attendance: | | I . -54321-0+12 345+
c. Performance in other classes: =54 32 l_e,d'+f1 2345+
~ d. ' Referral to counselore:. - L =54 3 2 I»E,d.+ 12345+

3. Would you recommend: (check ome)
[C] Maintaining the present program
,[:] Increasing the present program

[ ] Decreasing thefpreaent program
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'SAN LORENZO UNIFIED SCHOOL DISTRICT
Division of Iastruction

CONSUMER KNOWLEDGE

A stereo system that has solid state components is made up of:

(a) tube circuits : | . (c) tube and transistor circuits
CH} transistor circuits : (d) series circuits

The finest quallty top for a woodworking bench is:

(a) .one-piece’ constructlon o (c) veneer construction
(b} core. construction (d) laminate constvuctxon

If you were purchasi%g wood to make a shelE which of the following would

be most expens1ve"

(a)»‘ walnut T - (c) fir.
(b) “‘pﬁne ‘ . o (d) mahogany

The kitchen cablnets in a new model home are a rxch brown color. They are
probably: ‘

(a) . walmut (c) ash that has been stained
(b)  bigch - . - ' o ‘(d)‘ ,knotty‘pine o :

qu equ;pplng a home workshop where the maJority of cuttlng would be sawing .
" boards to length and sawing plywood the best hand saw to have would be:

¥

'(a), a rip saw O (¢) & hack saw
(&) a combination saw S (d) a cross-cut saw

WhiCh‘ofvthe following finishes is best suited for outdoor purposes, such
as a bird house or water skis: ' . ‘ ‘ ' \

(a) 1acqucr . ' (c) | shellac

(b)  dert. ‘ - (d) spar varnish

For foundation siils, or wood that is in contact with the ground, or other

~ uses wheré there is concern for rotting, the best wood to use is:

(a)  sugar pine S (e) Douglas fir -
(b) redwood ' (d) red oak

1f you were 'to buy one wrench for gcnersl purposes, your best buy would be:

(a) an oper-end wrench (c) a socket wrench ,
) @ ciosed~end wrench (d) an adjustable end wrench

A}

- You are given a job that invo]ves cutting angle 1ron, the saw you would use is: - P

(a) a hack saw ' (<) a rip saw
{b) a cross-cut saw : (d) a coping saw
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;‘{ ‘ 10, You are 1nvoived in 1ostalling a Wdter line using copper pipe and fitt1ngs.
L ' The matcr‘al used to fasten the pipe to the fittings is:

1 (aj  zinc - (c) brassing rod

Lit (o) sal ammoniac ‘ ' ‘ - (d) resin~-core solder

. 11, 1f you were making a project that involved soldering, which of the following
§Ff wouldn't you use; :

i o ,

s (a). copper | - {c) brass

gL . . {(b) aluminum | | (d) tin

“12. Which sports car woulid be the most economical to purchase:

{a) custom made . - (b) mass produced
. 13. You‘are‘buying a sander for home use. The best type to buy would be:
i} : (a)‘. s disc sander (c) - a portable sander
‘ ~ (b) a belt sander | A d) a pedestal sander
B . A o :
3} ; 14, We have two bowls -~ one is die- -stamped and one is hand made.' Which bowl do -
- you: think more peopie could afford to buy? : - o
‘~§i, o (a) the die- stamped bowl ' (b)  the hand made bowl
15, 1If you were to puruhase twelve quarts of o11 the best buy would be:
iw].7 o ~(a) 48 pints B (c)y 3 gallons
' ‘ (b) 12 quarts o ‘ : .
E 16: As a manager of a transportation company, you are concerned W1th the cost of
% fuel. .Which fuel is 1east expensive:
[
R : - (a) gasoline = = _ (c) kerosene |
me - (b) diesel : ' : (d) atomic fuel
; 17. To avoid electrical shocks from power tools, such as a. sander or saber’ saw, . ;{
they should: . : . o ;
f (a) have a grouud wire . (¢) be hot wired , , 4
; l . © (b)) run on 220 volts. , ',(d) be wired in series o 3
}I vt . . . . - 2
é: 18. You are campaign manager for a "Junior League Queen'" contest. As such, you ?
@f %ﬁ ' .~ are ordering printed posters.. The cost of prlnted material is. hlghest when~ }
. (a) a.single color is used } (c) three colors are used ;
g; 7 (b) two colors are used | (d) four colors are used 3
il 19. In your prlnt shop, you are printing advertisements. You are ‘concerned with i
keeping costs as low as possible. The least expensive paper to use is: ¥
{a) newsprint B } ~(c) Tympar: i

~(b) bond | (d) French wax paper

ppEne s
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A quality test instrument

20. You are purchasing an electronic test instrument.
This feature is:

may have a feature that prevents damaging due to overloads.

(a) a capacitor | ' (c) an ohm
(b) a resistor (d) a fuse

21. You have just connected a twelve-volt light bulb to a six-volt battery.
The bulb: ‘ .
(a) burns dim , (c) burns a very short time
(b) burns bright (d) does not burn

22. You are wiring a new plue outlet in your garage. .You are using a two-conductor

wire. The "hot'" wire is:

(a) green ' (c) - copper
(b) . blue : (d) black’

23. The big day has arrived and you are having your wedding invitations printed.
The printing process.for such an occasion would be: : :

(a) offset : Y (c) silk screen |
(b) engraved ’ (d). block print

T 24. To power your ''go cart', you have a Briggs and Stratton engine. This is:

(a) a Wrankle engine (c) a turbine engine
(b) a four-cycle engine ' (d) a jet propulsion engine

25. You are selecting sprockets for your bicycle. You waut a 3-to-1 ratio; that .
is, for one turn of the pedal, the wheel will revolve three times. The sprocket

lfr on the pedal is 6". The sprocket on the wheel would be:

| (a) 2" o (c) 4"
. @ @
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SAN LORENZO UNIFIED SCHOOL DISTRICT
Division of Secondary Instruction

JUNIOR HIGH SCHOOL'INDUSTRIAL ARTS

TEST OF SUBJECT COMPREHENSION

DRAFTING

REM  masn AN ommM  umen  Mmew  mam

Directions:

1. Fill in the requested.information on your ANSWER SHEET.

2, Do not write in the question booklet.

3. Write only on the ANSWER SHEET.

4. Mark out the letter which makes the best’ .answer to the statement.

DO NOT circle.the letter.

5. Look at the Sample Question X, below.

ﬁﬁ . 6. The correct answer is "C'"; therefbre, on your ANSWER SHEET for Sample X,
15( “; | "'C" is marked out.

7 7. Do .not oper the test booklet until your instructor tells you to do so..
A | |

{i ~ SAMPLE QUESTION X
‘Nails are driven with:
(a) a plane . o “(c) a hammer

(b) a screwdriver (@)  a saw

T
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SAN LORENZO UNIFIED SCHOOL DISTRICT

Division of Instruction R -

DRAFTING | -

1. Which of the following lines is terminated by an arrowhead: ‘WS

(a) dimension line | (¢) hidden line | LE

(b) extension line ; (d) cutting plane line 3

2. . Which of the following lines describe the shape of an cbject: ﬁ

(a) ‘dimension line - (c) section line E

(b) object line . (d) extension line 4

Inn | . | :
R 3. Which of the following is a pictorial drawing:.

'~§” | - (a) orthographic o (c) pattern : - o IE

S ' (b) isometric ‘ : (d) section ' 4

f 4., Which of the'followiﬂg grades of pencil is the softest: - : - "E

R (a) 28 | () 6H | L

) s | - (b) 4H \ - (d). 9H ' -

R . 5, Which of the following types of drawing uses a vanishing point: - R %

- 4 | o L | . - s

;:fw o o (a) isometric (c) working drawing | C 5

: (b) orthographic (d). perspective - - 1

] o | . ]

] 6. A type of drawing used to show the interior of an object is: | 1

Q. B (a) pictorial SR (¢) auxiliary : : .f E

% . (b) 'section‘ (d) revolved ‘ o ’Q

’i . y \‘

5 - 7. Horizontal lines are,drawnfwith‘a:.‘ » . f

(a) scale i (¢c) 7%-square .f

. T (b)" triangle - (d) combination square b

jL : 8. Working drawing dimensions are of two groups: f

L | | ' (a) number and group : (c) size and reference "é

(b) size and location ' (d) direction and location 3

9. A triangle is a plane bound by three straight lines; the sum of the interibr §

angles is: ' : - 4

(a) 90° . (c) 180°

/ (b) 360° : . (d) 120° 3




-

T T

10.- The circumfzrence, or distance around a circle; is:

(a) 90° - ©(e) 150°
(b) 180° | (d) 360°

'11. . A square is a plane bound by four spfaight lines; the sum of the interior o
angles is: ' » : :
(a) 90° , o " (¢) 150° - - | o
(b) 1800 . ' . ‘ , (d) 3600 ) .
12;“#A.right angie ﬁeasuresi

(a) 45° - S . :(c)_ 186°5
~(b) 90°  C 3 » | (d) 360°

B 13.»IA'circ1e is'dimensioned by‘itS{ |

(a)’ diameter o (e) arc , , ,
-+ (b) circumference o (d) chord T o f

14. A three-view dréwing is called: .

B A ek

-~ (a) an isometric drawing -~ . (e) an orthographic drawing

. (b) a cabinet drawing - (d) ‘an oblique drawing 4
15. Which of the following lines describes edges that qannot be seen: ]

(a) dimenéion line SR (c) phantom line
- (b) extension line " ° _ (d) hidden line

16. A hexagon is a plane bound by: H '.‘, o . ) o

(a) four sides | (¢) six sides

- ;;,f | L (b) five sides : . " (d) eight sides

‘ ; . x
& 17. An octagon is a plane bound by: L o B e 8

[ Qo= 3

(a) four sides - (c) sixsides |
(b) five sides . (d) . eight sides o '
.. ;"’~ ~ 18. A pentagon is a plane bound by: . . . - R R

“F ;3  | : o (a) four sides ‘ e S “(c) éix'sides-. ,
| R (b) five sides ~ (d) eight sides

o

19. A full scale is divided into:

(@ L ®

T "f(d)'
= o

6

o=
&=
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20+

21,

22,

23,

24.

.25,

A drawing drawn to half-scale would have a scale of:

(¢) 1 inch equals 1 inch

(a) 1 inch equals 1 inch
: 4

(b) 1 inch equals 1 inch °
: 5 |

(d) 1 inch equals 1 inch
2
The dimension that tells the total length of an object is called:
(a) a location dimension - (c¢) a total dimension
(b) a reference dimension (d) an overall dimension
Vertical lines are drawn with a:
(a) T-square " (c) triangle
(b) scale . - - (d) protractor
Degrees are measured with a:
(a) scale ' (é) T;square
(b) protractor . (d) rule
The center of.a circle is indicated by:

(c) an extension line’
(d) a dimension line

(a) a phantom line
(b) a center line

]

The fastest and clearest means of conveying an idea is by:

(a) drawing with -instruments (c) telling someone
(b) photography , . (d) freehand sketching

e T T g R
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SAN LORENZO UNIFIED SCHOOL DISTRICT
Division of Secondary Instruction

JUNTOR HIGH SCHOOL INDUSTRIAL ARTS

TEST OF SUBJECT COMPREHENSTON

ELECTRICTITY

Directions:'

1. TFill in the requested information on your ANSWER SHEET.

9. Do not write in the question booklet.

3. Write only on the ANSWER SHEET .

4. Mark out the letter which makes the best answer to the statement.

DO NOT circle the letter.
5. Look at the Sample Question X, below. : . o F

6. The correct answer is ''C'; therefore, on youf ANSWER SHEET for Sample X,

"C'" is marked out}

7. Do not open the test booklet until your instructor tells you to do so.

-y Sl

- | SAMPLE QUESTION X

'Nails are driven with:
~(a) a plane . (c) a hammer

(b). a screwdriver o (d)' a séw'




SAN’LQRENZO UNIFIED SCHOOL DISTRICT
Division of Secondary Instruction

ELECTRICLITY
1., Which of the following is non-magnetic?
(a) dron | (¢)  copper
(b) steel (d) nickel
2. Like poles
(a) attract (¢) repel
(b) have no effect (d) have‘a pulsating attraction

What object is used to protect the current whenever excess current may
cause damage to the wire or electrical equipment?

(a) fuse (e) " junction box
(b)  switch (d) condensor

4. The best conductor of electricity is:
(a) silver (¢) copper
(b) gold

(d) tungsten

- A good non-conductor of electricity is:

(a) irom (c) plaster

(b) aluminum ~(d) tuﬁgsten

A negatively charged'particle of electricity is called:

(a) an electron (¢) a neutron

(b) ‘a proton (d) an atom

The instrument used to measure current flow is:

(a) an ammeter (¢) an ohmmeter
(b) a voltmeter @ a hydrometer_

o TN e U e l




8.

9.

10.

11.

12,

) ].3.

14.

15.

.Opening and closing circuits is accomplished by:

"(a) a transformer . (¢) an insulator
(b) a battery | | (d) a switch

o R R T

The number of paths offered in a series cireuit is:
(a) 1 (¢) 2 or more

(b) 2 “ (d) at leagt 3

The number of paths offered in a parallel circuit is:
(a) 1 (e¢) 2 or more

®) 2 (d) at least 3

The plug on an extension coxd is removed from an outlet by:

(a) pulling on the cord (c) - g;asp;ng the plué and pulling

(b) using a plug rejector (d) whipping it out by snapping the cord
The most serious result of attempting to remove é plug from an ungrounded outle
while standing on a wet floor could be: ‘ T
(a) nothing at all ‘ (c)‘ a burn

(b) a shock (d) death

The correct way to .connect an ammeter into a circuit is:
(a) in series - (¢c) across the circuit

(b) in parallel o (d) parallel-series

A slot car track runs off a_fransformer. This type of transformer:
(a) lowers the voltage . (c) converts from AC to DC

(b) increases the voltége o (d) changes nothing

s

The speed of a slot car is controlled by the flow of current in the.circuit.
The device used to control the flow of current is: ' o

(a) a conductor a (c) a capacitor

(b) a rheostat - » | (d) an amplifier

_2_
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16. Mechanical energy is converted to electricai energy by:
(a) a batterxy (c) a generator

(b) ~a transformer " (d) a rheosﬁat

17. TFour light bulbs are connected in series. One light bulb is removed -
(aj three still burn : (¢) only one still buxns

(b) two still burn (d) none will burn

18. A device for storing or holding an electrical chargé is:
(a) a resistor : (¢) a circuit breaker
(b) " a capacitor (d) an armature

19, An extension cord for powef equipment has three wires. One wire has green
insulation. This wire is called the: '

(a) ground wire ° (¢c) common wire

(b) hot wire (d) return wire

20. A blueprint or mechanical drawing of the electrical parts of a rédio is called:;
(a) a schematic drawing (¢) an orthographic drawing

(b) a perspective'drdwing | (d) an isometric drawing

+ 21, The force or pressure that qéuses electricity to flow is called:
(a) watts . | (c)  ampere

(b) volts | +(d) ohms

22. .The amount of current, the number of electrons, flbwing through a wire is

called:
(a) watts | ' (c) ampere

(b)  volts ~ (d) ohms

23. Where would you get the most accurate compass reading:

(a) inside a car B () ina dump

(b) inside a building | - (d) on a football field

e e - )
R B T s oy

h PSR

_‘3.'...‘




T TR
o : e XE TR =
[ %o b g2 T WA i = e 7‘

T e

24, The number stamped on a fuse indicates:
. (a) volts (¢) watts

(b) . amperes (d) ohm

25. The device that operates a light dimmer is a:

(a) rheostat | : (¢) reducer

| ' ‘(’b)

capacitor | (d)

transformer
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SAN LORENZO UNIFIED SCHOOL DISTRICT
Division of Secondary Instruction

JUNIOR HIGH SCHOOL INDUSTRIAL ARTS

TEST OF SUBJECT COMPREHENSION

GRAPHIC ARTS

. Directiomns: .

1. Fill in the requested information on your ANSWER SHEET.
2. Do not write in the question booklet.
3. Write only on the ANSWER SHEET.

) 4., Mark out the letter wﬁich makes the best answer to the stétément.

DO NOT circle the letter.

5, Lbok at the Sample Question X, below.

6. The correct answer is "C"; therefore, on your ANSWER.SHEET for Samplé X,'  :

"c" is'marked out.

7. Do not open the test booklet until your instructor tells you to do so. .

' SAMPLE GUESTION X
Nails are driven With€
(a)  a plane _ : (&) a hammer .

(b) a screwdriver . (d) a saw
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SAN LORENZO UNIFIED SCHOOL DISTRICT
Division of Secondary Instruction

GRAPHIC ARTS

1. Slugs are made of:

(a) wood (b) plastic | (c)  metal . (d) cardboard

2, Movable type was invented by:
(a) Behjamin'Ffanklin ' (c) Johann Gutenbetrg

(b) William Caxton ‘ (a) ‘William Bradford

3. The printing process used to print most newspapers is-commonly referred to as:
(a)’ letterpress printing - (c) 1lithography

(b)  intaglio printing - (d) " mimeograph

f4. The art of paper making was first discovered by the:

(a) French (b) - Arabs = - (c) Egyﬁtians - (d) Chinese

5. Linoleum block print is a form of:
(a) relief printing _ - (e) . vlithography

" (b) intaglio prihting  . (d) mimeograph

6. A’'design or word on a linoleum block must be carved so it éppears: N

(a) Dbackward or reverse | "(b) as it will appear_when priﬁted‘,
7. Plastic dry-point plates should be engraved with:
‘(a) acid - | . (e) engraving tools

(b) a sharp pointed tool - (d) vilso engraver

8. On a dry-point etch, or engraving, the design is:

Eahea R v et ol Lok e R it i i S SRR S

(a) below the suriace K (c) on the surface
(b) above the surface ) (@ a combination'Ofvabovefand below . . T
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9.

;0.
11,
12,

14,

15.

..164

17.

e B e T I g T A 5

In order to print four separate colors by the silk screen process, it is
necessary to prepare:

(a) omne stencil (c) three stencils

- (b) |, two stencils | o (d) four stencils

Lacquer film stencils are adhered to the screen with:
(a) water : (¢) lacquer thinner

(b)  turpentine (d) linseed oil

In the silk screening process, the'squeegee is used to:

(a) open paint cans (c) force paint through the screen

(b) cover ink cans a . - (d)v “smooth out the stencil

The heading of the type form is usually placed in the chase:
(a) to the top or'left . (c) - bottoﬁ or left

(b).' to bottom or right' (d), to . the top or right

An imposing surface is:
(a) any flat smooth surface " (c)  smooth surface of maple -

(b) a smooth metal or stone top ~ (d) smooth lead surfece

. The part of 'a piece of type that prints is the:

(a) body (b) neck o (c) feet (d> | face

A printer's rule is graduated into: .

(a)  picas '(b) points (c) fractioﬁs (d) decimals

.One inch equals:

(a) 3vpoiﬁts () 6 poiﬁts  (e) 12 psints ; .(d) - 72 points

The ideal space to use between words set in lower_case'isi
(a) - hair space . . | (c)  3-em space

(b) 5-em space . I | . (d) 4-em’space

e P TR e o e,
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18.

19.

.20,

21,

Type is read with:

'(a) the nick up

~(b)  the nick down

(c¢) the groove over

(d) the feet back

The person who sets lines of type for a newspaper is called:

(a) a typesetter

“(B) a linotype operator

The job entry level for starting out in the graphic arts profession is:

(a) technician

]

(b) ' journeyman

(c) a galley setter

() a type prodéséor

(c) _subervisor

(a)  appréntice

'Néwépapérs'are printed on a type of paper called:’

.(a) railroad board

(b) . newsprint

A reem of paper contains:

~ (a) 100 sheets

23.

(b) 250 sheets

(c) bond °

(d) typan

(c) 500 sheéts’

(d) 1000 sheets

The detailed plan fO? a printed design is called:

(a)  development

(b))  idea

) 240

25,

(c) layout

(d). ‘proof .

Which of the followiﬁg is the easiest to read:

'(a) bold type in mass

" (b) .all capitals’

 The opticdl center of an area is:

(a) exactly in the center

(b) abbve‘the center

(¢) old English

(@) . capitals and lower case

A(C) below the denter 

(d) to the right of~éepterk'

M-f4 -

Pt o e e Sl e Mo S Tt

s irimnec i 2 S

TR o e e e Oy




i

SAN LORENZO UNIFIED SCHOOL DISTRICT
- Division of Secondary Instruction

JUNIOR HIGH SCHOOL INDUSTRIAL ARTS

TEST OF SUBJECT COMPREHENSION

— — G S o w—— LA GEM  mmme e Smes | —

Directions:.
R 1. Fill in the requested information oca ybur ANSWER SHEET. :'
2;.\Do:not write in the quesfion'booklét.

3.  Write only on the ANSWER SHEET.

4. ‘Mark out the letter which makes the best answer to the statement.

‘.QQ.NOT,ciféle the letter.
5. Look at the Sample Question X, below.

”J.6.  The correct answer is-"C"; therefofe;_on your ANSWER SHEET for Sémple.X,

"C"‘iSjﬁarked-ont,
7. Do not open the test bookletyuntil your instructor tells you to do sé{
SAMPLE QUESTION X.

‘Nails are driven with:

(a) a plane | - (e¢) a hammer . |

(b) -é:scréwdriver L (@) ‘a,saw'.




.SAN LORENZO UNIFIED SCHOOL DISTRICT
Division of Secondary Instruction

METALWORKING

oL A AN i 2 vt o AS SN

Whicﬁ file is best for removing soft me#al, such astaluminum:
(a) single cut o - " ‘ . (¢) flat

) mil | o | | (djﬂ round

N

. The'prbcéss of cutting a hole to hpld"é flatwhead screw is called:

:.(a)..‘coﬁnterboring . 5 a ‘(c5" countersinkiﬂg

(B) ' spot facing | b : L  ,(d) - reaming’

S S IV i A s A DR

3. Metal may be cut with a:

s
R e e R A

(a) hack saw () rip saw

(b)  cross-cut saw ' . (d) scroll saw

ALLGC s S b

'  4} }The'soldering,copper is a tool used to:
(a) transfer heat I - (o) ‘melt flux .

(b)  melt solder o o (d) ﬁrénsfer solder

/.  ﬁjf 5. External threads arevcut with:

T (a) a tap - R (c)  a reamer ! y ;f' o : 18
8 ‘[ ; ) a shear =~ =~ . . (d)  adie:
6. The most‘impof;ant reason for eqﬁippiﬂg'filés withxa,hahdlé'ié:

"(a) to'protect the file : B ) to.improve,appearange L ‘? ”'§

- (b) "td provide safety - : _*"" | (d) it-is a‘éthpol'rule* 

P A ————

é‘ i  :, |   7.'.Work being drilled on a drill preéé is:

“(a) held in one hand o - (o) held in a tool rest.‘

 (b) * held in a clamping device (d)  held with pliers

AU
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6. An example of'nonnierrous metal is:
(a) mild steel (e) cast irom

(b) tool steel S (d) copper

9. Which of the following is not a process of fastening metal together:
(a5 pop riveting | : " (e) annealiﬁg

(b) weldiag (d) brassing

10. The process of forming metal by pouring molten metal into a mold is:
(a) casting : ‘ .(c)‘ welding.

(b) forging = | ~ (d) turning

11. A reasonable clearance between the tool resﬁ'and the grinding wheel is:

(a) 1" or less | C(e) 1"
8 ' | ' . 4
() 3" A (d 5" or more

16 | | 16

12, Flux is used:

(a) to physically clean the (¢) to cause heat penetration
surface ° | ‘ L
(b) to use less solder '_ (d)* to prevent oxidation

13, The most common hammer used in the metal shop is:
(a) ball peen - ' (¢) raw hide
(b) claw . _ ‘(d) ‘blécksmith-.

14.‘ Lines are best drawn on sheet metal with:
(a) a pencil ' | o (c) a ball'pciht pen _ o g

(b) a scratch awl ‘ - (d) a felt ﬁarkér
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15. Changing metal to a desired shape 1s called:

| (é) forming : (c)

treating
~(b) fastening ' S | (d) turning
16. The common alloy of a ferrous metal is:
(a)  copper | . " (¢) nickel
“(b) brass - - | (d) dirom’

17. ' The heat treatment process whereby' you soften metal is called:

(é) case hardening - | | (c)h normalizing |
(B) ‘annealing - o o | (d) ‘tempering |
18, The heat treatment process ‘whereby you harden metal, such as the cutting
edge of a chisel, is: .
(a) case hgrdening | ‘ . ‘(c) normalizing
(»v) | anneéliné : : a). tempéring

' " 19. The hardness of steel is determined by the percentage of:
(a) zinc ' (¢) carbon

(b) hickel o ' (d) iron |

.20, * The young man starting to work as a machinigt is:

(a) a journeyman | (c) a technician ' ‘ o

(b) a machinist ' ‘ (d) an apprentice

21. Generally speaking, lérge drills are operated at: A , f

(a) a high speed | . (¢) a low speed
(b) ; medium speed * ~ (d) any apeed L
22, The folded edge on a sheet metal box, thus eliminating a sharp edge, ia é
called: | |
% .; - (a) :a fold | | (¢) a bend 1
(b) a seam : | (d) a hem |
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23, 90°‘bend§ on sﬁeet4metal'are made’on=
| ;(aS a bar folder | (e) a squaring shear
.(b) ‘a slip roll ' S | (@ a rdtary machine
24. The most economical means to mass produéé metal objects, such as Qn
automobile hood, is: | ~ ‘ ~
,(é) casting S ' | (c) die stamping

 (b), forging : | ' ‘  (d) machining

25, Circles are best cut out of sheet metal with:@
(é) tin snips » - (c)' -diagonals

(b) équaring shear A “ ~ (d) aviation snips

= = e G e
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SAN LORENZO UNIFIED SCHOOL DISTRICT
Division of Secondary Instruction

JUNIOR HIGH SCHOOL INDUSTRIAL ARTS

TEST OF SUBJECT COMPREHENSION

POWER MECHANTICS

hed

Direcfions:'

.
FE I
-G

'l. Fill in the requested information on your ANéWER SHEET.

2. Do not write in’the.questionfbook}gt. i&:g
3, Write only on the ANSWER SHEET. )?
4., Mark out the‘lettef which makes tﬁe bés; answer to the sﬁatement._
DO NOT circle the lgﬁter.
5.. Look at the Sample Queétibn X, Seléw. - - - | o | -.1 " f tT§

6. The correct answer is "C"; therefore, on your ANSWER SHEET for Sample X, .  'fgf%;‘

"C" is marked out. | : | D
7. Do not open the test booklet until your imstructor tells-you to do so. .
\
SAMPLE QUESTION X i
Nails are driven with: .;'i
(a) a plane ' (¢) a hammer R |
(b) a screwdriver Co (d) a saw. o
. f(
;¢%3
ht
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'SAN LORENZO UNIFIED SCHOOL DISTRICT |
Division of Secondary Instruction
POWER MECHANICS
) 1. The &rill.press employs the . to put préssure on the cutting edge of the
-drill bit as it is boring a hole. _ | |
N ’im(a)_ ;ever'principle | ~ (e) friction principle
(b)) rdtating‘principlé - o () tWistihg principle.
2, Ropes and pulleys are a form of:
y (a) ' natural pdwer - - () combustion power
. (b) . manual power. - o (d) ' . pneumatic power. 
3. A ramp leading up_a lbading dock is a type of power.
| (a) leﬁer leverage " (e) . rolling friction
| '(b) inclined plane’ L (d) external cbmbination _:"";
4, Friction is greatest when:
(a) 'the load is stationaty » (c) i the load is moving very'leW1yf o
(b) tre ;oéd is moving very-fast ~(d) .the load is raised | f
5. Manual power is the ability to do work through the use of: e
. ) . “ N . . ' ! ' l ' R . ‘ . . ‘ ' | .i 3
"~ (a) air pressure : - (c) steam ;
[()) électriqity o | (d) '1evei,and-puileys“M %
6. The wind.was used as a source of power before the:
(a) ' feet. T (c) automobile
f (b) hammer - ‘ S | (d) fire
7. The sun is a ______ source of power. = . | _— !
~(a)- mechanical S - (e) ‘natural
() thermodynamics . (d) hydtbelectric, f
. . i | L
-2 @
| ;




. 8, Steam power is a __ process. | - | - "E
. (a) internal combustion. (e) "thermo-hydro‘
(b) . external cbmbuétion T (@) hydromechanical
9. The wind as a source of power is used to change rotary motion to up .and down ’
‘motion in ‘the:
| (a)  sailboat .. . | (¢) glider.
(b)) windmill - S | | S - helicopter,'
10, A water wheel uses _ “as a source of power.
L "(a) . water pressure . n(c)l potential water
. (b) stored water - . . .(d) running water
".11, . All electrical power’ tools should be:
(a) 220 volt o H 0 (o) grounded
(b) 110 volt (d) ' new
12, ‘Gasoline as a fuel for power is véry:.
~(a) d explosive | S (c) ~ harmful

(b) - .costly ', d' - .' (@ - corrosive

13, When cleaning, oiling, or adjusting any power machine the*n;

(a) _power is off - | R ' o (c) power is off' and disconnected

(b) machine is clear : o (d)“ machine has stOpped

14, Gasoline should be stored in:
(a) open containers = - (e) . closed metalrconrainers %

" (b) vented:containers g .~ (d) closed glass containers j

15, Turbine engines are‘dangerous because: :
(a) they turn up high RPM's (¢) . they are made'of‘lighter’mefals‘ ?
(b) they use highly explosiwe fuel (d) they are not wécer cooled 3

; '3




A solar battery gets its energy from:
C(a) a hydroelectric plant . (c)  the sun

(b) a thermodynamio plant. - (d) a nuclear plant

Steam.power can be obtained from:
(a) nuclear‘power S (e¢) - wind power

5.(b) ' manual power - A o | (d) lnaturaltpower‘

A diesel engine s power is obtained by.

:ru(a)-,'compressing air and fuel ~ (¢) " compressing air and inJecting w‘,&
Xy until it explodes o fuel to explode ‘

,iyi(Bj . compressing fuel and injecting : (d)- compressing fuel until it - Aﬁ
T p_air to explode « S 'explodes P : ‘,‘%

_'A'hvdroelectric‘plant is:

(a). a generator driven by water S .(e)  a generator driven by steam power . ]
®) .a generator driven by atomic. - (d) fa generator driven by diesel

power C ‘ o power

Magnetism is a source of:

(a) v'mechanical power. = - | () eIectrical'power ~

(b)’ :atomic power ’x S - (d) -natural'power |

: Hydraulic power is:

‘(a) doing work with fluid - (o), fdoing work with filuid under
B , o o ‘ different pressures

(b) doing,work o . (d)  doing work with fluid
| SR | o | under pressure.’

Hydraulic motors are:.

(a) '-easily adapted to do . (¢) only used as motors, not pbmps
' different jobs ' : . . . ,

(b) . made to do all. heavy and - (d) inexpensive to purchase(
light jobs with same 'size - L
‘motors
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23, In usiné pneumatic power, one has to be careful of:
~ (a) . type of compressor (c) water condensation.
(b)“‘amount of working space . (d)  type of working space
24, For ‘future transportation in the auto industry, which is. the least likely to
“be promoted soon?
(a) electricel o o (¢) air pdwer
'ﬁ(b)‘f steam I - (@ atomie'
25" Why should you, as-an individual, start to think and train for your future

life s work?

‘r‘(a)'i The longer you train, the o - (e)  You can find out early if you
’ better you will be. o . want to changeo'

~(b)- You can get a'much broader view (d) AYou can prepare yourself better'
of your future work. . ‘for changes to come in industry

......
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L SAN LORENZO UNIFIED SCHOOL DISTRICT
? ' B Division of Secondary Imstruction

JUNIOR HIGH SCHOOL INDUSTRIAL ARTS

TEST OF SUBJECT COMPREHENSION

o mene e S G e e ARG S SR e

Direépionsz
] 1. Fill in the requested information on your ANSWER SHEET. -
2. Da,mot.write in the question booklet.

3. Write only on the ANSWER SHEET,

ﬂ . 4, Mark out iie letter which makes the best answer to the statement.

DO NOT circle. the letter.

cs, Look at the Sémplé'QQestion X, below.

6. The correct answer is "C"; therefore, on your ANSWER SHEET for'Sampie‘x,‘

o "™ is marked out.

" 7. Do not open the test booklet until your instructor tells you to do so.

SAMPLE QUESTION X . , | S R
Nai}s‘are driven ﬁitha |
i D | (a) a plane ~ (c¢) a hammer

(b) & screwdriver o (d) a saw

B e i i e e gL i e o e i

. T ot ook S i S O g i s Y



SAN LORENZO UNIFIED SCHOOL DISTRICT
Division of Instruction

WOODWORKING
1. An example of hardwood is:
(a) Douglas fir g | (c)
(b) white pine . - (d)

2.ﬁ‘RipSaW-teeth-are shaped like:

"(e) 'chisels S L (c)

. (b) knives ' (d). .

3. Neils_driven at an angle:

(a) are easier to drlve - ~ (e)

(b) hold better | (d)

4. The nail best suited for cabinet work ist

'(a) “a common - : k (c)’

(b) a box . | (d)

5. The nail best suited for framing a house is:
(a) a common | | (c)
(b) a finish - . = ()
6. Hand planiﬁg is done:

(d) with the grain  (e)
(b) .against the grain - ‘ (d)

walnut
alder

wedges
shears

do not: bend ea811y
have 1ess tendency to sp11t out

a finish
an escutcheon

an escutcheon
a brad

across the graln

from the center in both dlrectlons‘

7. A beam formed by gleing pieces together is ca11ed$

(a) a ﬁu1t1~piece beam : | (c)
(b) a laminated beam N (d)

.'8, ‘Dull chisels:

,(a) are easier to control as | (c)
- they. cut more slowly , :
(b) are hollow ground (d)
9. When giving dimensions_of.lumber, ,.;.,
'(a) width ()
(b) length R . (d)

a built up beam
an extruded beam

reflect light on the'edge'

are open ended

number of pieces
thickness. L
- v....is given last.

i e it S S e
e e S S S oo
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10.

1.

12@?3When correctly used the marking gauge is used

. J‘,

13.

SoAs.
”“‘a5h16;;hThe Operation asseciated with a‘flathead!serew is a:-

17.’

18,

‘Beneh ruleshare divided into:

I A Y e N A v A AT A A P e LA

"Growth of a tree occurs in the:

V(a)‘ heartwood - o | (c) sapwocod ‘ o
(b)y pith a ) o (d) cambium layer

‘Bevels and chamfers are checked with. a:

(a) ,tfy square L . (c) . T-bevel
(b) framing square T (d) foot rule

(a) with the head uprlght | ,“’ (c)h with pin‘extended,l inch
. - o .‘, S ' , 4 -
'(b) With,the'head tilted, (d):. with pin vertical
L ~ pin trailing . . o

fyA 45 angle'is,asseciated'with‘a$ f

(a) butt JOlnt - | R (c)V.dbvetail;joint‘
(b) dado. JOlnt ; ' © (d) miter joint |
Which of the fqllpwingeabrasives is the‘finest;‘

f",(a)' 1-; (c)'h4/0.

N

Sy 1@ s/o
As a;rule, never sandt

() with the grain - (c) 'with a block |
- (b) across the grain R ~ (d) with fine sand paper -

’?(a) counterbore | L .it L (e) ~spotface -
- (b) ream . - o -+ (d) countersink .

@ 1 ® 1 (©
R . : g8 .

o L
w
N

,Stainlng of wood is drne to:

(a) hide scratches S -dh(c)A enhance the beauty of the woods:
,(b) ,hlde_blemishec L (d)h_seal the wood =




19.

20.

21.°

22,

23,

2.4'0

‘Which of the following is not a type of joint

(&) butt - )
(by auger ) R (d)

'Whicﬁ of the following is an open grain wood s

(a) piﬁe - o - (e)

(b) mgple o , ‘ o (d)

»

_ (a) birch | B o (c)

(b) ash . S @)

The tool used to lay out rafters is a:

 (a) . framing square ) .".': (e)
- (b) try square . - (d)

'iGlﬁe is spread:

"(a) ‘thick on both surfaces -’3 (c) .

- (b)  evenly on one surface (d)
For a.émdoth finish, filler would be applied
(a) walnut’ (c)

(b) cedar . .. - (d)

SCréws are-driven_with:

(a) a hammer SRR (c)
(b) a jack hammer | - _(d)

.
L]

dado
- rabbet

'birch
ash

\Which of the'foliowing is a closed grain wood:

" walnut
mahogany .

T-bevel .
combination square.-

evenly on both surfaces;

thick on one -surface

to the following wood:

pihev.
birch

an auger
a screwdriver

e Nt
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APPENDIX "C"

EDUCATIONAL SPECIFICATIONS

TRANSPORTABLE DRAWINGS

ROTATIONAL CHART
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10.
11

12.
13.

14.
15.
16.

17.

EDUCATIONAL SPECIFICATIONS FOR THE HOUSING AND
LAYOUT OF INDUSTRIAL ARTS SHOPS

Educational specifications, organized under eight phases of school shop planning,
appear in this section. These phases are the shop building, flexibility and expansibility
of shops, size and dimensions of shops, the open shop area—equipment and layout,
auxiliary rooms and facilities, visual comfort and efficiency, ventilation and heating, and
shop ﬂoormg At the end of these educational specifications a list of steps that should be
taken in planning new facilities for industrial arts is presented. .

A. THE SHOP BUILDING
School shops should be housed in one or more separate bux]dmgs or in wings of the
school building that are desxgned for shop use,
Shop buildings or shop wings should be one-story structwires. |
Building units should be connected by covered walks where climatic conditions make
it necessary.
The site area devoted to industrial arts shops should be large enough to provide for
future expansion; it should be adjacent to or connected with the other areas used for

educational purposes (not isolated); and it should be easily accesclble by automobile

and truck. An adequate parking area should be provided.
Shops in which noisy activities are conducted should be located so that the noise
w1ll not disturb other school activities. This does not mean isolation.

‘Shops should be located so that they are easily accessible for evening school use.

Auto shops and other shops that must be accessible 0 automobiles or trucks should
have entrances and exits located on driveways.
School shops should: not be located in basements.

. Shops should be acoustically treated with material that will permit repeated refin-

ishing.

Shop ceiling helght should be a minimum of 12 feet, preferably 14 feet. Addltlonal
height for vertical storage of materials should be prov1ded when necessary. :
School shop construction and installations should conform to the California State

Department of Educatlon and California Division of Industrial Safety regulations.

B. FLEXIBILITY AND EXPANSIBILITY OF SHOPS
Nonbearmg partitions may be used between shops to secure flexibility.

Facilities for power and other utilities should be based ‘on a llberal rather than on a

-restricted estimate of future needs. |
A standard type of cabinets, lockers shelves, and work benches should be used in-

all shops.

Shelvmg in cabinets, lockers, and other shelf areas should be of the ad]ustable type.'

except where safety requires rigid shelving.
The site area should be suchxently large for future additions.

;,. -'-Californla Industrial Arts Shop Planning Commlttee A Guide For
. Planning and Equipping Industrial Arts Shops in California Schools

- (Sacramento, California:
PP.

1-7.

California State Department of Education, 1956)
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Transportables b

Yes
Yesg

. Noc

Yes

" Yes

Yes

Yes -
Not. Applicable

‘No

Yes

" Not Applicable
The fenestration pattern should provide for windows along the entire wall rather“ ' ,
.than for windows grouped for each shop..

No
Yes
Yes

Yes
Yes
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C. SIZE AND DIMENSIONS OF SHOPS

18. The arca for an industrial arts shop should be determined by analyzing the space
requirements for each activity and for the equipment that will be used in the activities.
The following space allotments arc recommended as a guide in the establishment of
space requirements for the open shop area. Space for auxiliary rooms should be added
to allotments for open shop areas. The allotments for industrial arts shops are based
on a class size of 24 students.

Spack ALLOTMENTS RECOMMENDED For OPEN AREA IN
InpustriAL Arts Suops (24 STupENTS)
‘ : ‘ ' Grourp I Suors

Auto Mechanics and Auto Essentials; ' sernor high school Electric-Radio; senior high
; | school Graphi¢ Arts; junior high school and senior high school General Metal,
‘ ~ General Wood, and Comprehensive General.

Square Feet - Square Feet Total
Space | Per Student Open Shop Area
Minimum : 75 Y 1800
Adequate 100° L 2400

Desirable 125 3000

o | : Group II Srops

Drawing; ? junior high sch_ool Electric, Graphic Arts and Drawing; Graphic Arts; and

1 " Handicraft. .
‘ . - . Square Feet -+ Square Feet Total
| ~ Space | Per Student - Open Shop Area
Minimum C 50 ' - 1200 .
Adequate 75 .. 1800 - = - = Yes.
Desirable 3 100 o 2400 L
19. The open shop area should be rectangular in shape. . : C Yes
20. The width-to-length ratio of the open shop area should be approximately 2:3. =~ . Yes -

~ D. THE OPEN SHOP AREA—EQUIPHENT AND LAYOUT
21. The entire shop area should be visible from any point.

: - Yes -
. 22. Arrangement of equipment, machines, and work stations should be determined by
© considerations of safety, work procedures, fow of materials, and instructional .ef- .
‘ficiency. | | " , o o | Yes -
23. Aisles of travel should be provided for frec How of traffic between all areas and points |
 of common use such as auxiliary rooms, tool panels, and common machine areas. Such
aisles should be at least 4 feet in width. ‘ R Yes

24. Spacing between benches, machinery, and other equipment should be sufficient for
students’ safety and for free passage. The amount of such space between benches,
machinery, and equipment is determined by the nature of the shop work and the. |
equipment, but in all instances should be at least 3 feet. L | Yes

25. Operators’ safety zones at machines should be designated on the floor by painted lines- |

or in some other way. Yes

1 In auto mechanics and auto essentials shops, due to the space required for automobiles that are being worked on, the open shop
axeas exceed 2400 square feet, . . L o .
2 Industrial drawing or drafting xoom based on a class size of 30 students because of the nature of the activity, -




L T T i N } Y

R e ——

26 All shops should have at least two exit doors. One door should be large enough to’
accommodate the largest piece of equipment or instructional project to be moved in or

out of the shop. | Yes
27.. Open floor spaces should be provided near entrances and exits to eliminate congestion, Yes
28. A clear floor space should be provided in front of tool panels. | - Yes
29. An adequate area should be allocated in each comprehensive general shop, wood shop,
. and other shops requiring space for project assembly. . . Yes
- 30. The auto shop should have an off-the-street arca outside the shop, surfaced and’ ‘
' fenced, a portion of which should be covered by a cantilever roof. | Not Applicable
. 31, If Jumber, bar steel, and other materials are to be stored in the open shop area, special |
" racks and shelving should be provided. - ' -~ Yes

32, Equipment, except that of the portable type, should be fastened securely to the floor,

a heavy bench, or other stable foundation. N ~ Yes
. 33. Machines that create a vibration problem should be cushioned with rubber mountings
-+ or other shock-absorbing material. o S S Yes
34. Bases for cabinets, benches, and machines should provide toe space for the comfort of 3
the student worker. o T . ~ Yes
35. Equipment should be placed to allow for ease of cléaning around the base. ~ Yes
- 36, The operating level of equipment should be a comfortable working height for the =
students. - Lo ‘ - Yes

37, The start-stop switch on a machine should be located within easy reach of the operator.  Yes
38. Work benches with lockers below should be provided along outer walls where needed.  No

" 39. Machines that are used for roughing out stock should be placed near the storage areas.  Yes

. 40. Storage should be'provic‘led for students’ personal belongings and partially completed -

small projects, B ‘ L ' . " Yes
41. Lockers should be located in an area where they can be readily supervised by the . =
‘instructor. S o o R Yes
42. Illuminated display cases should be provided both in the shop and in central locations -
~ in the school plant. S B | - 7 Yes’
43. Power controls should be ceritralized on a master control panel that can be locked, has = =
pilot light, and is located near the instructor’s desk or office. Remote safety relay |
cutout switches controlling the main power supply may also be provided. - Yes
" 44. Shops using portable power tools should be provided with one double electric wall |
~ . outlet for every 10 feet of wall space, with provision for grounding cord. . Yes’
- 45. Adequate washing facilities should be provided in each shop. . S Yes
46. Hot water should be available in each. shop. | ' | B Yes
47. Each shop should have a drinking fountain located where it will not cause congestion
and, for purposes of supervision, can be seen from any point in the shop. ~ Yes
48. Tack boards and chalkboards should be placed at strategic locations in each shop. Yes:
49. Fire extinguishers are required shop service equipment and must be located convén- ~
iently and marked or labeled conspicuously. . o ‘ - Yes

50. Provision should be made for the location of a first-aid kit. -~ ° .~ Yes
51 Adequate systems “should be provided for the collection and disposal of dust and . . .

: - shavings. ‘ -' : o | . © 7 Yes
52. Space should be set aside in each shop for the waste and refuse container. =~ Yes. -




f53

54.

55,

- 56.
- storage of projects made should. be provided in shops that are to be used extensively

57,
| 58,

. 59,

64,

65.

67.

- 68.

69.

- 70.
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E. AUXILIARY ROOMS AND FACILITIES

All shop auxiliary rooms and arcas should be planned along with the rc,st: of the shop.
Among these are the supply and special tools room; project storage room or area; shop

" classroom or instructional area; planning, library, and office room; finishing room; and

material storage room.

Each shop should have a supply and special tools room, The size is determined by
the nature of the shop work, the number of students enrolled, and the type -and
quantity of supplies and tools stored.

The material storage room or area should be located conveniently for the unloading
of delivery trucks and for issuing materials to the students. :

Roems for the storage of the supphes and’ specml tools used in evening classes and the

by evening classes.

Both the supply room and the tool panel should be so located that students, in
reaching them and returning to their work stations, pass as few work stations as
possible.

Racks,. shelvmg, drawers, and closed cabmets designed for items to be stored should

be provided in the supplies and special tools room:
A small shop classroom is a highly desirable adjunct to most shops for planning,

drafting, and related studies. A specially equipped space in the open shop area or a
nearby standatd classroom may be used for this purpose.
A shop classroom of 480 square feet (20 by 24 feet) is large enough for most hops.

.For an instructional space in the open shop area, 12 by 18 feet should suffice.

. 'The shop classroom should be equipped with a teacher’s desk, necessary chairs and -
tables, adequate chalkboard and tack board, shelving for books and cabinets for .

storage of instructional material. The room should be acoustlcally treated.

equipped for the use of visual ‘aids.

. Electrical outlets and controls in shop classrooms should be located: where they may
be used with a minimum of teacher movement. The controls for room llohts and the  ~ -
Yes

projector outlet should be at the same point.
If instructional space in the open shop area is used instead of a classroom it should

be  provided with a teacher’s desk, chalkboard necessary seatlng, and cabmets for -
Yes

storage of instructional materials.

Toilet facilities for all shops should be located at a ren*ral point in the shop bulldmo
..An air compressor unit should be located where all shops requlrmg compressed air

may use it.

. The air compressor unit should be lacated so  that it can be convemently serv1ced and.

noise from its operation’ will not disturb classes.

‘A separate dustproof finishing. rooin equlpped with a commercral type spray booth is. .
' Not Applicable

necessary for shops in W]’llCl’l ﬁmshmg is done.

F.. VISUAL COMFORT AND EFFICIENCY

Full advantage should be taken of all possibilities for natural llghtmg North llght‘

should be provrded whenever possible.
When daylight is inadequate, it must be supplemented by suﬁic1ent electrlc llght to
provide 1llum1nat10n that meets. adopted standards ;

 Not Applicable |

" Yes

a o T AT R T TR e ST Sy 71

Not Applicable

Not Applicable
Not Applicable

Y

Not Applicable

Now -Appl‘icab(].e'

Not Applicable

Yes

. Yes
. Shop classrooms and regular classrooms used for 1nstruct10nal purposes should be -

Yes
Not 'A'ppli,i:abtlje. |

Yes

. No

" Yes




71.
72,
73,

74,
75,

76.
77.

78.

79.

80.

8l
82.

83.

84.
* 85,

86.
87.

‘ ducted in each shop

Artlﬁcxal lighting systems should produce a uniform distribution of shadow-free light,
and equipment and walls should be glare free.

Artificial lighting should be secured by the use of fixtures that produca indirect or

semi-indirect light.

Artificial lighting for shops in general should yield a minimum of 50 foot candles on
the work, Lighting for tasks that are difficult to see should provide as much as 100
foot candles or more.

General lighting should be supplementcd by spccxal lighting for each machine and
for aréas where precision work is done.

Ceilings should be painted an off-white. Walls, trim, and built-in ‘equipment should
be a light color.

Furmture and other shop equipment should be finished in light colors.

Machinery and equipment should be painted in colors that are .conducive to eye
comfort and safety. . .

The machine body should be finished in a color that will create a visual workmg area
that minimizes eye fatigue and strain,

Certain operating parts should be ﬁnlshed in co]ors that are in strong contrast to t}\e
machine body.

High vmbxhty colors should be used on control levers and swrtch boxes, with black
for : starting’ ‘button and red for stop button.

G. VENTILATION AND HEATING

The heating and ventilating system should be adequate to maintain comfortable and
healthful conditions at all times.

Dust, smoke, odors, fumes, vapors, and gases ehould be exhausted by mechanical

means.

Provision should be made f01 all engines operated in the shops to be *nufﬂed and

connected to exhaust pipes that dlqchaloe outside the building.

The heating system should maintain automatlcally for shops a temperature of 68° F.
measured 60 inches above the floor, and for classrooms a temperature of 70° F. meas-

ured 30 inches above the floor.’
The temperature variation from floor te 60 inches above t]le floor should not exceed 5°.

H. SHOP FLOORING

The floors should have a pleasmo appearance, be easy to clean, be of a material that

will require a minimum of repairs, and be finished to reduce the ‘danger of slipping.
The flooring materials will differ from shoo to shop according to the activities con-

Yes

Yes

Yes

Yes

Yes
Yes

Yes

Yes =

Yes

Yes

Yeé

Yes

Yes

 Yes

Yes

~ Yes |
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~ First move:
Second. move:

Third move:
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